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Data sheet No. SLRT20-0609 

Overview 
 

The RT20 battery powered flow rate 
totaliser is specifically designed for 
computing & displaying flow rates & 
totals from flowmeters with pulse, 
sine wave or frequency outputs. 
 
The instrument displays resettable 
(batch) total, cumulative total and 
instantaneous flow rate in 
engineering units as programmed by 
the user.  
 
 
 
Robust field & panel enclosure  
 

Designed for the more rugged 
applications in mines sites & mobile 
installations, the RT20 LCD display 
has a backlight panel & large digits 
for distance viewing at night.  
 

Features 
 
�  Battery or external powered, 6  

digit large LCD total &  8 digit 
cumulative totaliser, 5 digit rate 
display  

 
�  Robust IP66/67~NEMA 4X  
    aluminum field & panel 
    mountable housing  
 
�  Simple flow chart touch 
     key programming 
 
�  Scaleable universal pulse or 
    frequency inputs 
 
�  LCD Backlighting standard 
 
�  PIN protected programming 
 
�  Scaled pulse output   

 
�  Long battery life 
 
�  Non volatile memory 
 
�  Reverse polarity protection 
 
 
 
Options  
 

·  Heavy duty facia protector shield 
·  Relay board with SPDT outputs 
·  Flowmeter & pipe mount kits 
 
 
 
Also available 
 

·  Battery totalisers  
·  Automatic batch controllers 
·  Rate totaliser with 4~20mA,  
  alarm & scaleable outputs, dual 
  flow inputs & linearization.  
 

Programming 
 

Simple PIN protected flow chart 
programming with English prompts 
guide you through the programming 
routine greatly reducing the need to 
refer to the instruction manual. 
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DISTRIBUTED BY 

Actual size of LCD display 

meter mounts 

pipe mount

panel mount 

facia protector 

Specifications
Liquid crystal display ( LCD ) tw o lines of  display w ith subscripts & icons 

Instantaneous f low  rate 5 digit to 3 decimal places, units/sec, /min, /hr or /day

Resettable total 6 resettable digits 17mm high, 3 decimal places maximum

Accumulated total 8 digits 7mm high programmable to 3 decimal places

Engineering units displayed litres, gallons, m3, lbs, kgs or no eng. units displayed

Input types ( pulse & freq. ) reed sw itch, open collector, coil ( 15mV P ~P  min.)

namur & other proximities

Input f requency range ( rate ) 0.1hz to 5Khz  ( with pro gram mable lo w frequency cut-o ff  )

Input scaling range 0.001~99,999.999 (scale o r K-facto r)

Backlighting illuminates only w ith 8~24Vdc external pow er applied

Pulse output (NPN) scaled pulse matches w hole number of  display

(pulse width m irro rs pre-scaled inco mming pulses) 

Operating temperature -10~+80°C  (14~176°F) , refer factory for higher temp.

Pow er sources    one 3.6V lithium battery and/or 8~24Vdc external source

Options     facia proctor , 3mm clear polycarbonate plate w ith

operator access aperture.

relay output board (pro vides co ntact c lo sure)

Enclosure IP66/67 (NEM A  4X)  pow der coated aluminum

Mounting f lexibility  meter & stem mount, w all, surface, pipe or panel mount

I N  T HE  I NT E R E ST  OF C ONT I N U E D  P ROD UC T  DE V E LOP M E N T  T RI M E C  RE SE R V E S T H E  R I GH T  T O A LT E R T H E  DE SI GN  & SP E CI FI C A T I ON S WI T H OUT  N OT I C E  

Dimensions 


